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TAM OTOMATIK KORDON UCLAMA MAKINASI (SM 5020)

TAM OTOMATIK KORDON UGLAMA MAKINASI (SM 5020)

Full Automatic String Tipping Machine (SM 5020)

+ OPERATOR EKRANI VE PLC & SERVO
KONTROL SISTEMLERI

* Operator screen and PLC & servo control
systems.

* ASETAT & PVC §YAZILI ASETAT & CANTA
KORDONU & UGLAMA OZELLIGi

* Acetate, PVC, written acetate, bag string,
tipping feature.

* MAKINA HIZI SAATTE 3500/4200 ADET
(KORDON BOYU VE GAPINA GORE ADET
DEGISKENLIK GOSTEREBILIR)

* Machine speed : 3500 / 4200 pieces (quantity
may change according to string length and
diameter).

o OZEL KALIP SISTEMi SAYESINDE AYNI KALIP
ILE BIRDEN FAZLA KORDON UCLAMA
OZELLIGI

* Thanks to the special moulding system, it has
the feature to tip string more than one with the
same mould

*2,2/6,5 MM ARASINDA KALIP OLCULERI
* Mould sizes between 2,2 and 6,5 mm.

+ KOLAY KALIP DEGISiMi
* Fasy mould change.
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o ASETAT BOYUNU 0,1 HASSASIVETLE
OPERATOR EKRANDAN AYARLAYABILIR.

* Operator can adjust the acetate length with
0.1 sensitivity on the screen.

* ARIZA DURUMUNDA RESIMLI VE YAZILI
OLARAK COZUMU GOSTEREN ARIZA
SAYFALARI

* Jt has written and illustrated breakdown pages
that show the solution in case of breakdown.

o (+ -) 5 DERECE HASSASIVETLE IS
KONTROLU
* Thermal control with (+/-) 5 degree sensitivity.

« KENDI ASETONUNU ATMA OZELLIGI, KOLAY
AYARLALAN ASETON MIKTARI VE ASETON
ATMA ZAMAN AYARI

* Feature of spraying its acetone, easy
adjustable amount and acetone spraying time
adjustment

o YAZILI VE CANTA ASETATININ HATVELERINI
OKUYAN SENSOR SISTEMLERI

* Sensor systems that read the pitches of the
written and bag acetates.

« KORDON VE ASETAT GIRi$ EMNIYET
SENSORLERI (KORDON BITMESi & DUGUM
GELMESi & ASETAT BITMESI & KORDON
GERILMESI )

» Safety sensors for string and acetate entering
(string’s ending, knot happening and string
tension).

+ KORDONLARIN KULELERE DUZENLI
AKMASINI VE ESNEK KORDONLARIN
DAGILMASINI ENGELLEYEN KORDON iNDIRME
SISTEMLERI

» String lowering systems interrupting strings to
flow reqularly on towers and the flexible strings
to spread.

* PLC EKRANDA UGCLANAN KORDON SAYISINI
GORME OZELLIG

* Feature to see the number of the tipped string
on PLC screen.

o [STENILEN ADET DE MAKINEYi DURDURMA
OZELLIGI

* feature to stop the machine at the requested
number.

 MAKINEYi KULLANAN OPERATOR
MAKINENIN BUTUN HARKET VE HIZLARINI
EKRANDAN AYARLAYABILIR

* The operator that uses the machine can adjust
all the actions and speeds of the machine on the
screen.

+ OZEL PISTON / SOGUTUCULU HIDROLIK
SISTEM
* Special piston / hydraulic cooler system.

+ OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI

* Mould pad system for special casted sensitive
body operating.

o SASE VE KAPAKLARIN TAMAMI FIRIN BOYA
* All of the chassis and covers with powder
coated.

o MAKINE PARCALARININ TAMAMI KROM
KAPLAMADIR.
* All of the machine parts are chrome plated.

+ 2X400 WATT REZISTANS
* 2 X400 watt resistance.

« OLCULERI :1700X1300X3600
 Sizes : 1700 X 1300 X 3600 MM

* AGIRLIGI : 900 KG
* Weight. 900 KG
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TAM OTOMATIK KORDON UCLAMA MAKINASI (SM 5030)

TAM OTOMATiK KORDON UCLAMA MAKINASI (SM 5030)
Full Automatic String Tipping Machine (SM 5030)

« OPERATOR EKRANI VE PLC & SERVO
KONTROL SISTEMLERI

* Operator screen and PLC & servo control
systems.

o ASETAT & PVC §YAZILI ASETAT & CANTA
KORDONU & UGLAMA OZELLIGi

* Acetate, PVC, written acetate, bag string,
tipping feature.

*+1.5CM & 2 CM METAL UGLAMA OZELLIGi
* 15¢cm & 2 cm metal tipping feature.

+1.5CM URUN DE 3 ADET;2 CM URUN DE 4
ADET IGNE DELIGI (ISTEGE GORE iGNE SAYISI
DEGISTIRILEBILIR)

* Needle holes: 3 pieces for 1.5 cm item, 4
pieces for 2 cm item (needle number may
change upon request).

* MAKINA HIZI SAATTE 3500/4200 ADET
(KORDON BOYU VE GAPINA GORE ADET
DEGISKENLIK GOSTEREBILIR)

* Machine speed : 3500 / 4200 pieces (quantity
may change according to string length and
diameter)

o OZEL KALIP SISTEMi SAYESINDE AYNI KALIP
ILE BIRDEN FAZLA KORDON UGLAMA
OZELLIGI

* Thanks to the special moulding system, it has
the feature to tip string more than one with the
same mould.
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¢ 2,2/6,5 MM ARASINDA KALIP OLCULERI
* Mould sizes between 2,2 and 6,5 mm

+ KOLAY KALIP DEGISIMI
* Fasy mould change.

+ ASETAT BOYUNU 0,1 HASSASIYETLE
OPERATOR EKRANDAN AYARLAYABILIR.

* Operator can adjust the acetate length with
0,1 sensitivity on the screen.

+ ARIZA DURUMUNDA RESIMLI VE YAZILI
OLARAK COZUMU GOSTEREN ARIZA
SAYFALARI

o Jt has written and illustrated breakdown pages
that show the solution in case of breakdown.

o (+-) 5 DERECE HASSASIVETLE ISI
KONTROLU
* Thermal control with (+/-) 5 degree sensitivity.

+ KENDi ASETONUNU ATMA OZELLIGi, KOLAY
AYARLALAN ASETON MIKTARI VE ASETON
ATMA ZAMAN AYARI

* feature of spraying its acetone, easy
adjustable amount and acetone spraying time
adjustment.

* YAZILI VE GANTA ASETATININ HATVELERINi
OKUYAN SENSOR SISTEMLERI

* Sensor systems that read the pitches of the
written and bag acetates.

+ KORDON VE ASETAT GiRIi$ EMNIYET
SENSORLERI (KORDON BITMESi & DUGUM
GELMES| & ASETAT BITMESI & KORDON
GERILMES)

* Safety sensors for string and acetate entering
(string’s ending, knot happening and string
tension).

+ KORDONLARIN KULELERE DUZENLI
AKMASINI VE ESNEK KORDONLARIN
DAGILMASINI ENGELLEYEN KORDON iNDIiRME
SISTEMLERI

« String lowering systems interrupting strings to
flow regularly on towers and the flexible strings
to spread.

 PLC EKRANDA UCLANAN KORDON SAYISINI
GORME OZELLIG

* Feature to see the number of the tipped string
on PLC screen.

« ISTENILEN ADET DE MAKINEYi DURDURMA
OZELLIGI

* Feature to stop the machine at the requested
number.

* MAKINEYi KULLANAN OPERATOR
MAKINENIN BUTUN HARKET VE HIZLARINI
EKRANDAN AYARLAYABILIR

* The operator that uses the machine can adjust
all the actions and speeds of the machine on the
screen.

+ OZEL PISTON / SOGUTUCULU HIDROLIK
SISTEM
* Special piston / hydraulic cooler system.

+ OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI

* Mould pad system for special casted sensitive
body operating.

o SASE VE KAPAKLARIN TAMAMI FIRIN BOYA
All of the chassis and covers with powder
coated.

* MAKINE PARGALARININ TAMAMI KROM
KAPLAMADIR.
* All of the machine parts are chrome plated.

* 2X400 WATT REZISTANS
* 2 X400 watt resistance.

« OLCULERI :1700X1300X3600
« Sizes - 1700 X 1300 X 3600 MM

* AGIRLIGI : 900 KG
* Weight: 900 KG
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YARI OTOMATIK KORDON UCLAMA MAKINASI (SM 4020)

YARI OTOMATiK KORDON UGCLAMA MAKINASI (SM 4020)
Semi-Automatic String Tipping Machine (SM 4020)

 OPERATOR EKRANI VE PLC & SERVO
KONTROL SISTEMLERI

* Operator screen and PLC & servo control
systems.

o ASETAT & PVC &YAZILI ASETAT & CANTA
KORDONU & UGLAMA OZELLIGI

* Acetate, PVC, written acetate, bag string,
tipping feature.

o ELEKTRIK SARFIYATI 3 kw/s
* Electricity consumption 3 Kw/h

* ARIZA DURUMUNDA RESIMLI VE YAZILI
OLARAK COZUMU GOSTEREN ARIZA
SAYFALARI

o Jt has written and illustrated breakdown pages
that show the solution in case of breakdown.

o MAKINA HIZI SAATTE 1500-2000 (CALISAN
OPERATORE GORE DEGISKENLIK GOSTERIR.)
* Machine Speed : 1500/2000 turn per minute
(it may change according to the working
operator)

* (+-) 5 DERECE HASSASIYETLE IS
KONTROLU
* Thermal control with (+/-) 5 degree sensitivity.
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+ ASETAT BOYUNU 0,1 HASSASIVETLE
OPERATOR EKRANDAN AYARLAYABILIR.

* Operator can adjust the acetate length with
0,1 sensitivity on the screen.

o YAZILI VE GANTA ASETATININ HATVELERINi
OKUYAN SENSOR SISTEMLERI

* Sensor systems that read the pitches of the
written and bag acetates.

* PEDAL KONTROLLU HiDROLIK SISTEMI
* Pedal Controlled Hydraulic System

+ KENDI ASETONUNU ATMA OZELLIGI, KOLAY
AYARLALAN ASETON MIKTARI VE ASETON
ATMA ZAMAN AYARI

* Feature of spraying its acetone, easy
adjustable amount and acetone spraying time
adjustment.

o OZEL KALIP SISTEMi SAYESINDE AYNI KALIP
ILE BIRDEN FAZLA KORDON UGLAMA
OZELLIGI

* Thanks to the special moulding system, it has
the feature to tip string more than one with one

mould.

o PLC EKRANDA UCLANAN KORDON SAYISINI
GORME OZELLIGI
* feature to see the number of the tipped string

on PLC screen

+ ISTENILEN ADET DE MAKINEYi DURDURMA
OZELLIG
* feature to stop the machine at the requested

number.

o MAKINEYi KULLANAN OPERATOR
MAKINENIN BUTUN HARKET VE HIZLARINI
EKRANDAN AYARLAYABILIR

* The operator that uses the machine can adjust
all the actions and speeds of the machine on the

screen.

o OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI

* Mould pad system for special casted sensitive
body operating.

o SASE VE KAPAKLARIN TAMAMI FIRIN BOYA
* All of the chassis and covers with powder

coated

*2,2/6,5 MM ARASINDA KALIP OLGULERI

* Mould sizes between 2,2 and 6,5 mm.

+ KOLAY KALIP DEGISiMi

* Easy mould change.

* MAKINE PARGALARININ TAMAMI KROM
KAPLAMADIR.

* All of the machine parts are chrome plated.

* 2X400 WATT REZISTANS

* 2 X400 watt resistance

+ OLCULERI :1000 X 1200 X 1300
« Sizes : 1000 X 1200 X 1300 MM

+ AGIRLIGI : 205 KG
* Weight. 205 KG
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YARI OTOMATIK KORDON UCLAMA MAKINASI (SM 4030)

YARI OTOMATiK KORDON UCLAMA MAKINASI (SM 4030)
Semi-Automatic String Tipping Machine (SM 4030)

» OPERATOR EKRANI VE PLC & SERVO
KONTROL SISTEMLERI

* Operator screen and PLC & servo control
systems.

o ASETAT & PVC &YAZILI ASETAT & CANTA
KORDONU & UGLAMA OZELLIGI

» Acetate, PVC, written acetate, bag string,
tipping feature

+1.5CM & 2 CM METAL UGLAMA OZELLIGi
* feature of 1.5 cm & 2 cm metal tipping.

+1.5CM URUN DE 3 ADET;2 CM URUN DE 4
ADET iGNE DELIGI (ISTEGE GORE iGNE SAYISI
DEGISTIRILEBILIR )

* Needle holes: 3 pieces for 1.5 cm item, 4
pieces for 2 cm item (needle number may
change upon request).

o ELEKTRIK SARFIYATI 3 kw/s
* Electricity consumption 3 Kw/h.

* ARIZA DURUMUNDA RESIMLI VE YAZILI
OLARAK GOZUMU GOSTEREN ARIZA
SAYFALARI

s It has written and illustrated breakdown pages
that show the solution in case of breakdown.
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» MAKINA HIZI SAATTE 1500-2000 (GALISAN
OPERATORE GORE DEGISKENLIK GOSTERIR.)
Machine Speed : 1500/2000 turn per minute
* (it may change according to the working
operator).

o (+-) 5 DERECE HASSASIYETLE IS
KONTROLU
* Thermal control with (+/-) 5 degree sensitivity.

¢ 2,2/6,5 MM ARASINDA KALIP OLCULERI
* Mould sizes between 2,2 and 6,5 mm.

o ASETAT BOYUNU 0,1 HASSASIVETLE
OPERATOR EKRANDAN AYARLAYABILIR.

* Operator can adjust the acetate length with
0.1 sensitivity on the screen.

o YAZILI VE CANTA ASETATININ HATVELERINi
OKUYAN SENSOR SISTEMLERI

* Sensor systems that read the pitches of the
written and bag acetates.

* PEDAL KONTROLLU HiDROLIK SISTEMI
* Pedal Controlled Hydraulic System.

+ KENDI ASETONUNU ATMA OZELLIGI, KOLAY
AYARLALAN ASETON MIKTARI VE ASETON
ATMA ZAMAN AYARI

* Feature of spraying its acetone, easy adjustable
amount and acetone spraying time adjustment

o OZEL KALIP SISTEMi SAYESINDE AYNI KALIP
ILE BIRDEN FAZLA KORDON UGLAMA OZELLIGI
* Thanks to the special moulding system, it has
the feature to tip string more than one with one
mould

* KOLAY KALIP DEGISIMI
* Fasy mould change.

 PLC EKRANDA UCLANAN KORDON SAYISINI
GORME OZELLIG

* Feature to see the number of the tipped string
on PLC screen.

« [STENILEN ADET DE MAKINEYi DURDURMA
OZELLIGI

* feature to stop the machine at the requested
number.

* 2 X 400 WATT REZISTANS
*» 2 X400 watt resistance

* MAKINEYi KULLANAN OPERATOR
MAKINENIN BUTUN HARKET VE HIZLARINI
EKRANDAN AYARLAYABILIR

* The operator that uses the machine can adjust
all the actions and speeds of the machine on the
screen.

+ OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI

* Mould pad system for special casted sensitive
body operating.

 SASE VE KAPAKLARIN TAMAMI FIRIN BOYA
* All of the chassis and covers with powder
coated.

» MAKINE PARGALARININ TAMAMI KROM
KAPLAMADIR.
* All of the machine parts are chrome plated.

« MAKINE OLCULERI :1000 X 1200 X 1300
* Machine Sizes : 1000 X 1200 X 1300 MM

* AGIRLIGI : 205 KG
* Weight : 205 KG
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MANUAL KORDON UCLAMA MAKINASI (ASETAT 3020) - (METAL 3030)

MANUEL KORDON UGCLAMA MAKINASI (SM 3020)
Manual String Tipping Machine (SM 3020)

o ASETAT & PVC UGLAMA OZELLIGi
* Acetate & PVC Tipping Feature

* MAKINE KAPASITES SAATTE 1500/2000
ADET (OPERATORE GORE ADET DEGISKENLIK
GOSTEREBILIR.)

* Machine Capacity: 1500/2000 pieces per
hour (Quantity may change according to the

operator)

+ KOLAY AYARLANABILIR MEKANIK SURUCU

* Easy adjustable mechanic driver.

+ KOLAY DEGISTIRILEBILIR KALIP SISTEM

* Easy changeable mould system.

+ OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI
* Special casting body sensitive operating

record system.
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o PEDAL KONTROLLU HIiDROLIK SISTEMi

* Pedal controlled hydraulic system.

o HASSAS ISI KONTROLU

« Sensitive thermal control.

o ELEKTRIK SARFiYATI 2 KW/S
* Electricity consumption 2 KW/H.

* 2X200 WATT REZISTANS

* 2 x 200 watt resistance.

+ OLGULER: 1000X800X1300
* Sizes: 1000 x 800 x 1300.

* AGIRLIK: 145 KG
* Weight: 145 kg

MANUEL KORDON UCLAMA MAKINASI (SM 3030)
Manual String Tipping Machine (SM 3030)

*+1.5CM & 2 CM METAL UGLAMA OZELLIGi
*15¢m & 2 cm Metal Tipping Feature.

+1.5CM URUN DE 3 ADET;2 CM URUN DE 4
ADET IGNE DELIGI (ISTEGE GORE iGNE SAYISI
DEGISTIRILEBILIR)

* Needle holes: 3 pieces for 1.5 cm item, 4 pieces
for 2 cm item (needle number may change upon
request)

* MAKINE KAPASITESI SAATTE 1500/2000
ADET (OPERATORE GORE ADET DEGISKENLIK
GOSTEREBILIR.)

* Machine Capacity: 1500/2000 pieces per hour
(Quantity may change according to the
operator)

o KOLAY AYARLANABILIR MEKANIK SURUCU
* Fasy adjustable mechanic driver.

* KOLAY DEGISTIRILEBILIR KALIP SISTEMI
* Fasy changeable mould system.

+ OZEL DOKUM GOVDE HASSAS ALISTIRMA
KAYIT SISTEMI

* Special casting body sensitive operating record
system.

¢ PEDAL KONTROLLU HIDROLIK SISTEMi
* Pedal controlled hydraulic system.

+ HASSAS ISI KONTROLU
« Sensitive thermal control.

o ELEKTRIK SARFIYATI 2 KW/S
* Electricity consumption 2 KW/H.

* 2X200 WATT REZISTANS
* 2 x 200 watt resistance.

¢ OLCULER: 1000X800X1300
o Sizes: 1000 x 800 x 1300.

o AGIRLIK: 145 KG
* Weight: 145 kg.
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TIRNAKLI ASETAT & PVC & ALUMINYUM KESIM MAKINASI

TIRNAKLI ASETAT & PVC & ALUMINYUM
KESIM MAKINASI

Clawed acetate, Pvc and aluminum cutting
machine

ASETAT VE METAL MALZEME KESME OZELLIGI
Feature of acetate and metal cutting

DEGISIK HATVE OLCULERINDE KOLAY
DEGISEN BICAK SISTEMI

Easy changeable blade system in different
pitches and sizes.

TEK SEFERDE 4 ADET RULO URETIiMi
Producing 4 pieces of rolls at one time.

ISTEGE BAGLI SIKILASTIRILABILEN ASETAT VE
METAL RULOLARI
Optional compressible acetate and metal rolls.

DUSUK FIRE ILE CALISMA
Operating in low wastage

220 WATT CALISMA GERILIMI
220 Watt operating voltage.

EBAT : 70x170x210
Sizes: 70 x 170 x 210

AGIRLIK: 310 KG
Weight: 310 kg

HAM MADDELER

t::

Piring Kaplamalt Piring Aliiminyum Tirnaklt Pvc Tirnaklt Aliiminyum

ACETONE
Asetat 4 cm x 0.25 mm Asetat 3 cm x 0.20 mm Pvc Yazuli Asetat ve Pvc Aseton
x0.25 mm
x0.30 mm
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SIRKET PROFiLI

1993 yilinda sanayi bigaklart imalati amaciyla kurulan sirketimiz, bununla birlikte 1996 yilindan itibaren de sektdrin ihtiyact
daogrultusunda kordon uclama makinalart dretimine baslamus ve ilkemizi bu baglamda yurt disina bagumlt olmaktan kurtarmustir.

Yurt iginde sektdriin ihtiyaclarint kisa siirede biyiik oranda karsilamis, 2000 yilindan itibaren de yurt distnda ciddi bir pazarin
sahibi olmustur.

Tecriibeli uzman kadromuz ile her zaman mdgterilerimize kaliteli ve givenli hizmet vermekteyiz.
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